Solid-rubber distribution boxes — wall mounting

B Series ZAMS

Series ZAMS

Socket outlet combination acc. EN 61439
Solid rubber enclosure with protective roof

¢ Dimensions HxWxD = 527x400x205 mm
e Room for larger switchgear and sockets
e Front cover made out of plastics (black)
e \Window for up to max. 3x18 modules
e Ready wired for connection
e IP54 (IP67 on request)
= 420 =y — Standard version:
e All outer metal parts made out of stainless steel, captive screws
e Switchgear built in under impact resistant window
° ’ ¢ \Window opening angle >180° (optional: locking device)
8 B e Ready wired on main connecting terminal for wiring through
i 1 e Cable gland IP68 selective on top or bottom
e CEE-sockets and safety sockets made of PAB, contacts nickel plated,
o . o sockets individual exchangeable
i32037 *154J

CI\E/E SSV Protection InA
Layout 400V 5p 250 Connection RDF Cat.No.
63A | 32A | 16A | 16A RCD MCB
1xRCD 63A/4/0.3A | 2xMCB 63A 3p-C
(TYPE A 63AT) before RCD Ina 100A
T 1 1 1 3 1xMCB 32A 3p-C | 1xM50 (032-38mm) bottom | arc" " | 9543014
@ 1XRCD 63A/4/0.03A | 1XMCB 16A 3p-C '
S 8 (TYPE A 63AT) 3xMCB 16A 1p-C
Series ZAMS (without protective roof)
e Socket outlet combination acc. EN 61439
e Solid rubber enclosure with protective roof
¢ Dimensions HxWxD = 527x400x154 mm
e Room for larger switchgear and sockets
e Front cover made out of plastics (black)
e \Window for up to max. 3x18 modules
e Ready wired for connection
¢ IP54 (IP67 on request)
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40%5E5 zigv Protection InA
Layout P Connection RDE Cat.No.
32A | 16A | 16A RCD MCB
1xM32 (218-25mm) bottom
1xRCD 63A/4/0.03A | 1XMCB 16A 3p-C | . Ina 32A
VL0 | irvpe AsaAT) 5xMCB 16A 1p-C | ¢l AC meter DIGI RDF 0,6 | 9944001
and main switch 40A 3p over
all outlets

InA= Rated current of switchgear and control gear assembly; RDF = Rated diversity factor



